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NOTICE: 

	This document is generated from relational data submitted by the proponent. The complete, authenticated document, when available, may be downloaded from the "Official Departmental Publications" side of the RDL.   Questions relating to information displayed should be addressed to the proponent school. 


CONDITIONS

Given an AN/PSN-11 (PLGR)(turned off) with battery (BA-5800/U) not installed. 

STANDARDS

Prepared the PLGR for operation without damaging equipment. 

TRAINING AND EVALUATION


Training Information Outline
1. Install battery. 

a. Remove power battery cover (top of the unit) by twisting counterclockwise. 

b. Gently insert the battery (contact ends first) into the compartment. 

c. Screw the power battery cover on snugly. 

2. Set up the PLGR for operation. 

NOTE: An item or field flashing shows the location of the cursor. If no item or field is flashing, use the Left or Right arrow key to move the cursor. Use the Up or Down arrow keys to increase or decrease the value of a character, to scroll through a field or selection, or to activate a function. 

a. Turn the PLGR on by pressing the ON/BRT key. (Wait for the PLGR to go through it's BIT (Built In Test). 

b. Press the MENU key. Move the cursor to SETUP. Activate the SETUP field by pressing the down arrow key. 

c. Move the cursor to the operating mode. Select the CONT (Continuous POS) mode by pressing the Up or Down arrow key. 

d. Move the cursor to the SV-TYPE (satellite vehicle type) and select mixed. 

e. Press the right arrow key and move the cursor to the right one time to see the Up or Down arrow symbol preceding the P. 

f. Press the Down arrow key one time to display the next screen. 

g. Move the cursor to the coordinate system and select MGRS-New. 

h. Move the cursor to the units of measurement and select Metric. 

i. Move the cursor to Elev (elevation) and select meter and MSL (mean sea level). 

j. Move the cursor to ANG (angle) and select Deg (degrees) and Mag (magnetic). 

k. Go to the next page by repeating step (c) and press the Down arrow key twice.(Move the cursor to elevation hold and select automatic) 

l. Move the cursor to TIME and adjust time to your location. 

m. Move the cursor to ERR (error) and select +_m (meter). 

n. Go to the next page and move the cursor to DTM (datum) and select the datum for your location. 

o. Move the cursor to AUTOMATIC OFF TIMER and select off. 

p. Move two pages down to the AUTOMARK MODE and select off. 

Evaluation Preparation

Setup: At the test site, provide soldier with an AN/PSN-11(PLGR) with battery. 

Brief Soldier: Tell the soldier to set up the AN/PSN-11 (PLGR) for navigating while dismounted. 

Evaluation Guide

	Performance Measure 
	Results 
	

	
	
	

	1. Installed battery.  a. Inserted the battery (contact ends first) into the compartment. 
	P 
	F 

	2. Set up the PLGR for operation.  a. Turned PLGR on.  b. Entered or verified SETUP display.  c. Selected operating mode and satellite vehicle (CONT and mixed).  d. Selected units (MGRS-new, metric, meter, MSL, deg, and mag).  e. Selected EL Hold, TIME, and EER (automatic time = Z hour time zone).  f. Selected DATUM and AUTOMATIC OFF TIMER (geographic location and off). 
	P 
	F 


Feedback

Score the soldier GO if all performance measures are passed. Score the soldier NO-GO if any performance measure is failed. If a soldier scores NO-GO, show the soldier what was done wrong and how to do it correctly. 
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